
FEATURES:

1.	 All the power in a shorter, lighter shear with a center of gravity closer to the excavator. Most models 
mount on smaller size carriers for lower initial investment and hourly operating costs

2.	 Bolt-on piercing tip encapsulates front of upper jaw, minimizing risk of damage while reducing welding 
build-up and downtime

3.	 Short primary cutting blades position apex closer to the rear of the jaws and draw material further into 
the jaws where higher force makes efficient cuts. Lighter weight ensures stable mounting on today’s 
excavators and specialty high-reach machines

4.	 Weld-on, replaceable, highly abrasion- resistant steel rhino horn protects front of upper jaw, reducing 
downtime and welding build-up

5.	 Dual guide blade length matches piercing tip length enabling blades to be shimmed independently to 
accommodate piercing tip wear

6.	 Improved jaw geometry makes it easier to pick up material & reduces wear from ground contact

7.	 Reverse-mounted hydraulic cylinder shortens shear length and weight while protecting rod from damage

8.	 Remote-mounted hydraulic speed valve improves serviceability and minimizes stress on other critical 
hydraulic components

9.	 Lower shear height improves visibility while providing superior rigidity and structural integrity

APPLICATIONS:
• Scrap Processing
• Demolition



*Weight includes mounting bracket to attach to excavator.
**Distance is measured from the attachment mounting pivot (boom or stick) forward. 

All LXS tools are covered by a 1-year, 1,800-hour (whichever occurs first) Standard Limited Warranty; warranty will be honored on tools mounted on Link-Belt excavators only.

Specifications
Model Description Weight* Jaw 

Opening
Jaw 

Depth Reach** Min. Excavator Wt.
Boom Mount***

Min. Excavator Wt.
Stick Mount***

LXS 25 LXS Shear 4,200 lbs.
1 905 kg

18 in.
457 mm

20 in.
508 mm

5' 8"
1.7 m

25,000
11.3 MT

35,000
15.9 MT

LXS 25R 360° Rotating 
LXS Shear

4,900 lbs.
2 223 kg

18 in.
457 mm

20 in.
508 mm

7' 11"
2.4 m

30,000
13.6 MT

45,000
20.4 MT

LXS 35 LXS Shear 6,500 lbs.
2 948 kg

23 in.
584 mm

26 in.
660 mm

6' 5"
2.0 m

27,000
12.2 MT

45,000
20.4 MT

LXS 35R 360° Rotating 
LXS Shear

7,300 lbs.
3 311 kg

23 in.
584 mm

26 in.
660 mm

8' 11"
2.7 m

37,000
16.8 MT

66,000
30 MT

LXS 45 LXS Shear 9,500 lbs.
4 309 kg

28 in.
711 mm

28 in.
711 mm

7' 2"
2.2 m

40,000
18.1 MT

75,000
34 MT

LXS 45R 360° Rotating 
LXS Shear

11,000 lbs.
4 990 kg

28 in.
711 mm

28 in.
711 mm

10' 1"
3.1 m

48,000
21.8 MT

90,000
40.8 MT

LXS 55 LXS Shear 11,600 lbs.
5 262 kg

30 in.
762 mm

30 in.
762 mm

8' 0"
2.4 m

50,000
22.7 MT

90,000
40.8 MT

LXS 55R 360° Rotating 
LXS Shear

13,100 lbs.
5 942 kg

30 in.
762 mm

30 in.
762 mm

11' 0"
3.4 m

55,000
25 MT

110,000
50 MT

LXS 65 LXS Shear 13,200 lbs.
5 987 kg

32 in.
813 mm

32 in.
813 mm

9' 0"
2.7 m

55,000
25 MT

110,000
50 MT

LXS 65R 360° Rotating 
LXS Shear

14,700 lbs.
6 668 kg

32 in.
813 mm

32 in.
813 mm

12' 0"
3.7 m

68,000
31 MT

120,000
54.4 MT

LXS 75 LXS Shear 15,500 lbs.
7 031 kg

35 in.
889 mm

37 in.
940 mm

9' 8"
2.9 m

68,000
31 MT

135,000
61.2 MT

LXS 75R 360° Rotating 
LXS Shear

17,750 lbs.
8 051 kg

35 in.
889 mm

37 in.
940 mm

13' 0"
3.9 m

79,000
35.8 MT

150,000
68 MT

LXS 95 LXS Shear 18,000 lbs.
8 165 kg

39 in.
991 mm

42 in.
1 067 mm

10' 8"
3.3 m

79,000
35.8 MT

N/A

LXS 95R 360° Rotating 
LXS Shear

20,000 lbs.
9 072 kg

39 in.
991 mm

42 in.
1 067 mm

14' 2"
4.3 m

100,000
45.4 MT

N/A

LXS 155 LXS Shear 23,000 lbs.
10 433 kg

44 in.
1 118 mm

46 in.
1 168 mm

13' 5"
4.1 m

110,000
49.8 MT

N/A
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Length

Length

Height

Height

Model Weight Length Width* Height

LXS 25 4,200 lbs.
1 905 kg. N/A N/A N/A

LXS 25R 4,900 lbs.
2 223 kg.

130″
3 302 mm

28″
711 mm

45″
1 143 mm

LXS 35 6,500 lbs.
2 948 kg.

115″
2 921 mm

26″
660 mm

55″
1 397 mm

LXS 35R 7,300 lbs.
3 311 kg.

148″
3 759 mm

32″
813 mm

53″
1 346 mm

LXS 45 9,500 lbs.
4 309 kg.

135″
3 429 mm

28″
711 mm

62″
1 575 mm

LXS 45R 11,000 lbs.
4 990 kg.

169″
4 293 mm

39″
991 mm

59″
1 499 mm

LXS 55 11,600 lbs.
5 262 kg.

146″
3 708 mm

30″
762 mm

64″
1 626 mm

LXS 55R 13,100 lbs.
5 942 kg.

179″
4 547 mm

39″
991 mm

62″
1 575 mm

LXS 65 13,200 lbs.
5 987 kg.

156″
3 962 mm

31″
787 mm

69″
1 753 mm

LXS 65R 14,700 lbs.
6 668 kg.

192″
4 877 mm

39″
991 mm

68″
1 727 mm

LXS 75 15,500 lbs.
7 031 kg.

164″
4 166 mm

32″
813 mm

74″
1 880 mm

LXS 75R 17,750 lbs.
8 051 kg.

210″
5 334 mm

41″
1 041 mm

73″
1 854 mm

LXS 95 18,000 lbs.
8 165 kg.

178″
4 521 mm

33″
838 mm

80″
2 032 mm

LXS 95R 20,000 lbs.
9 072 kg.

224″
5 690 mm

41″
1 041 mm

79″
2 007 mm

LXS 155 23,000 lbs.
10 433 kg.

211″
5 359 mm

33″
838 mm

92″
2 337 mm

Dimensions & Weights
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