
Engine

Cab and Controls

Hydraulic System

Hydraulic Pumps

Relief Valve Settings

Hydraulic Oil Filtration

Swing

´

Undercarriage

Lubricant and Coolant Capacity

Travel System

Logging Attachment with Live-Heel

´
´

RoadBuilder Attachment

´
´

Butt-N-Top Attachment

´
´

Operating Weights

For Use in Log-Loading, Road Building, Harvester 
Processing and Stroke-Delimber Applications



Working Ranges

Machine equipped with
logging attachment

 A.

B.

C

D

E



Lifting Capacities

Radius of Load

End Side End Side End Side End Side End Side End Side

Ground lbs
Line

35,660* 35,660*

7,330* 7,330*

28,280* 28,280*

26,050* 26,050*

16,710* 16,710*

32,310* 32,310*

35,530* 30,700

23,170* 23,170*

15,980* 15,980*

23,900* 23,900*

21,720* 21,720*

20,600* 20,600*

20,750* 20,750*

21,340* 21,340*

21,630* 21,630*

25,330* 21,080

26,630* 19,970

26,370 19,120

23,910* 18,690

19,580* 18,550

18,470* 15,400

18,320* 15,660

18,820* 15,550

19,660* 15,190

19,660 14,670

19,080 14,130

18,610 13,690

18,280* 13,440

14,920* 13,330

14,840 11,090

14,950 11,200

14,820 11,080

14,560 10,830

14,280 10,570

14,050 10,350

13,460* 10,250

11,430 8,460

11,290 8,320

11,180 8,220

11,090 8,140

11,060 8,110

240 X2 DL for Stroke-delimber Applications 

Capacities marked with an asterisk (*) are limited 
by hydraulic capacities.

Notes: Lifting capacities



Working Ranges

Travel Dimensions 

 
Machine with boom in

High Lift Standard
Position Position

 A.

B.

C

D

E

F

G

H

High Lift Standard



Lifting Capacities

´ ´

´ ´

Radius of Load
Cap at Max Reach

End Side End Side End Side End Side End Side End Side

Radius of Load
Cap at Max Reach

End Side End Side End Side End Side End Side End Side

Ground lbs
Line

Ground lbs
Line

6,950* 6,950*

5,650* 5,650*

5,150* 5,150*

5,000* 5,000*

5,000* 5,000*

5,200* 5,200*

5,600* 5,600*

6,250* 6,250*

7,350* 7,350*

8,250* 8,250*

10,500* 10,450

9,300* 9,300*

9,600* 9,600*

13,800* 13,800*

15,000* 14,400

15,800* 13,950

16,150* 13,600

15,450* 13,400

12,750* 12,750*

13,200* 13,200*

16,100* 16,100*

18,100* 18,100*

20,050* 19,650

20,900* 19,000

20,350* 18,700

17,950* 17,950*

18,250* 18,250*

24,150* 24,150*

28,250* 28,250*

28,850* 28,850*

27,750* 27,750*

24,300* 24,300*

36,400* 36,400*

20,950* 20,950*

20,300* 20,300*

27,800* 27,800*

33,800* 33,800*

5,650* 5,650*

5,150* 5,150*

5,000* 5,000*

5,000* 5,000*

5,200* 5,200*

5,600* 5,600*

6,250* 6,250*

7,350* 7,350*

29,800* 29,800*

20,950* 20,950*

20,300* 20,300*

27,800* 27,800*

38,250* 38,250*

34,450* 34,450*

20,000* 20,000*

25,850* 25,850*

28,500* 28,500*

28,600* 28,600*

27,450* 27,450*

23,850* 23,850*

12,700* 12,700*

15,200* 15,200*

17,950* 17,950*

20,000* 19,050

20,700* 18,700

20,050* 18,750

16,950* 16,950*

9,600* 9,600*

11,800* 11,800*

13,100* 13,100*

14,450* 14,000

15,550* 13,600

16,000* 13,450

15,050* 13,500

8,250* 8,250*

10,500* 10,500*

9,300* 9,300*

Capacities marked with an asterisk (*) are limited 
by hydraulic capacities.

Notes: Lifting capacities



Working Ranges

 Machine equipped with straight boom
and Butt-N-Top attachment

 A.

B.

C

D

 Machine equipped with cambered boom
and Butt-N-Top attachment

 A.

B.

C

D

C

D

Straight Boom Cambered Boom



Butt-N-Top Capacities
15

15

Radius of Load

End Side End Side End Side End Side End Side End Side

Radius of Load

End Side End Side End Side End Side End Side End Side

Ground lbs
Line

Ground lbs
Line

33,605* 33,605*

31,594* 31,594*

36,787* 36,425

21,914* 21,914*

21,848* 21,848*

24,349* 24,349*

27,405* 26,997

30,095* 25,590

31,485* 24,533

31,006* 23,966

28,297* 23,872

19,599* 19,599*

19,301* 19,301*

19,969* 19,969*

21,271* 20,086

22,849* 19,344

24,225* 18,594

24,882* 17,995

24,334* 17,649

22,028* 17,607

18,452* 15,373

18,504* 15,349

19,062* 15,082

19,791* 14,697

19,816 14,297

19,475 13,977

19,307 13,819

16,476* 13,911

16,101 11,685

15,967 11,558

15,797 11,396

15,694 11,298

24,377* 24,377*

25,064* 25,064*

26,669* 26,669*

73,926* 73,926*

22,817* 20,796

22,541* 20,934

23,049* 20,677

24,016* 20,146

25,035* 19,455

25,569* 18,753

25,035* 18,191

22,875* 17,866

18,449* 17,828

20,449* 15,419

20,460* 15,411

20,699 15,168

20,319 14,811

19,923 14,438

19,606 14,140

17,425* 13,995

16,171 11,786

16,055 11,676

15,902 11,530

14,444* 11,445

26,492* 26,492*

25,043* 25,043*

25,085* 25,085*

26,288* 26,288*

28,371* 28,371*

30,700* 27,112

32,248* 25,791

32,024* 24,794

29,435* 24,257

24,116* 24,116*

12,450* 12,450*

18,578* 18,578*

Capacities marked with an asterisk (*) are limited 
by hydraulic capacities.

Notes: Lifting capacities



Standard Equipment

® ®

Options

Approval Code For 
Arm/Bucket Combinations

Bucket Sizes for Road Builder Attachment

SAE Width Bucket Number Arm Length

Type (yd3) (m3) (in) (mm) (lbs) (kg) Teeth (3.00 m)


