




Notes: Excavator lifting capacities

1. Lifting capacities shown should not be exceeded. Weight of 
all lifting accessories must be deducted from the above lifting 
capacities.

2. Lifting capacities are based on machine standing on firm, 
uniform supporting surface. User must make allowances for job 
conditions such as soft or uneven ground.

3. Lifting capacities shown do not exceed 75% of minimum tipping 
loads or 87% of hydraulic capacities. Capacities marked with 
an asterisk (*) are limited by hydraulic capacities.

4. Least stable position is over the side.
5. Operator should be fully acquainted with the Operator’s Manual 

& Operating Safety Booklet, furnished by LBX before operating 
the machine.

6. Capacities apply only to the machine as originally manufactured 
and normally equipped by LBX Company, LLC.

7. Lift capacity ratings are based on ISO 10567, “Earthmoving 
Machinery - Hydraulic Excavators - Lift Capacity.”

Radius of Load
25′ 6″ (7.77 m) Arm with 30′ 4″ (9.25 m) Boom

End Side
10′ 0″ (3.0 m) 15′ 0″ (4.5 m) 20′ 0″ (6.0 m) 25′ 0″ (7.5 m) 30′ 0″ (9.0 m) 35′ 0″ (10.5 m) 40′ 0″ (12.0 m) 45′ 0″ (13.5 m) 50′ 0″ (15.0 m) 55′ 0″ (16.76 m)
End Side End Side End Side End Side End Side End Side End Side End Side End Side End Side

+55′ 0″ lbs 21,552* 21,552*
(16.5 m) kg 9 776* 9 776*
+50′ 0″ lbs 20,801* 20,801* 16,050* 16,050*
(15.0 m) kg 9 435* 9 435* 7 280* 7 280*
+45′ 0″ lbs 22,406* 22,406* 19,945* 19,945* 15,051* 15,051*
(13.5 m) kg 10 163* 10 163* 9 047* 9 047* 6 827* 6 827*
+40 0″ lbs 23,246* 23,246* 21,764* 21,764* 18,850* 18,850*

(12.0 m) kg 10 544* 10 544* 9 872* 9 872* 8 550* 8 550*
+35 0″ lbs 23,931* 23,931* 22,606* 22,606* 20,809* 20,183 16,973* 16,349

(10.5 m) kg 10 855* 10 855* 10 254* 10 254* 9 439* 9 155 7 699* 7416
+30′ 0″ lbs 24,859* 24,859* 22,853* 22,853* 20,884* 20,042 18,223 16,343 13,007* 13,007*
(9.0 m) kg 11 276* 11 276* 10 366* 10 366* 9 473* 9 091 8 266 7 413 5 900* 5 900*
+25′ 0″ lbs 25,975* 25,975* 23,347* 23,347* 21,122* 19,736 18,054 16,178 15,020 13,404
(7.5 m) kg 11 782* 11 782* 10 590* 10 590* 9 581* 8 952 8 189 7 338 6 813 6 080
+20′ 0″ lbs 27,622* 27,622* 27,110* 27,110* 23,995* 23,898 21,442* 19,297 17,771 15,900 14,883 13,272
(6.0 m) kg 12 529* 12 529* 12 297* 12 297* 10 884* 10 840 9 726* 8 753 8 061 7 212 6 751 6 020
+15′ 0″ lbs 30,534* 30,534* 33,270* 33,270* 28,340* 28,340* 24,667* 23,113 20,984 18,770 17,419 15,554 14,676 13,067
(4.5 m) kg 13 850* 13 850* 15 091* 15 091* 12 855* 12 855* 11 189* 10 484 9 518 8 514 7 901 7 055 6 657 5 927
+10′ 0″ lbs 44,051* 44,051* 35,221* 35,221* 29,394* 28,027 24,961 22,264 20,399 18,197 17,031 15,170 14,436 12,831 11,808* 10,964
(3.0 m) kg 19 981* 19 981* 15 976* 15 976* 13 333* 12 713 11 322 10 099 9 253 8 254 7 725 6 881 6 548 5 820 5 356* 4 973
+5′ 0″ lbs 46,193* 46,193* 36,385* 34,831 29,961 26,771 24,108 21,433 19,824 17,633 16,645 14,793 14,196 12,595
(1.5 m) kg 20 953* 20 953* 16 504* 15 799 13 590* 12 143 10 935 9 722 8 992 7 998 7 550 6 710 6 439 5 713
Ground lbs 37,494* 37,494* 36,310* 33,184 29,068 25,684 23,351 20,695 19,308 17, 128 16,301 14,453 13,988 12,390

Line kg 17 007* 17 007* 16 470* 15 052 13 185 11 650 10 592 9 387 8 758 7 769 7 394 6 556 6 345 5 620
-5′ 0″ lbs 12,033* 12,033* 28,023* 28,023* 34,791* 32,004 28,213 24,853 22,752 20,108 18,896 16,722 16,030 14,189 13,424* 12,249

(1.5 m) kg 5 458* 5 458* 12 711* 12 711* 15 781* 14 517 12 797 11 273 10 320 9 121 8 571 7 585 7 271 6 436 6 089* 5 556
-10′ 0″ lbs 8,759* 8,759* 14 659* 14 659* 27,247* 27,247* 31,824* 31,290 26,367* 24,302 22,018* 19,707 18,331* 16,446 14,888* 14,028 10,928 10,928*
(3.0 m) kg 3 973* 3 973* 6 649* 6 649* 12 359* 12 359* 14 435* 14 193 11 960* 11 023 9 987* 8 939 8 315* 7 460 6 753* 6 363 4 957* 4 957*
-15′ 0″ lbs 17,846* 17,846* 29,202* 29,202* 27,454* 27,454* 22,979* 22,979* 19,116* 19,116* 15,584* 15,584* 11,942* 11,942*
(4.5 m) kg 8 095* 8 095* 13 246* 13 246* 12 453* 12 453* 10 423* 10 423* 8 671* 8 671* 7 069* 7 069* 5 417* 5417*
-20′ 0″ lbs 25,022* 25,022* 21,685* 21,685* 18,329* 18,329* 15,044* 15,044* 11,643* 11,643*
(6.0 m) kg 11 350* 11 350* 9 836* 9 836* 8 314* 8 314* 6 824* 6 824* 5 281* 5 281*

Lift CapacitiesLift CapacitiesLift Capacities
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Standard & Optional EquipmentStandard & Optional EquipmentStandard & Optional Equipment

CAB

• 270° WAVES™ Camera System
• Cab Light (Rear, LED)
• Cab Sun Screen (rear)
• FOPS Head Guard (Level 2)
• Front Guard (OPG 2)

• LED Light Kit for Side Camera (2), LED Lights 
for Rear Camera (2)

• Rain Deflector
• Under Cab Camera
• Side view camera

UNDERCARRIAGE

• Full-Length Track Guard

• 600 mm (23.6” in) 3-Bar Steel Grousers

ATTACHMENT
• Fully Automatic Lube System

CAB

• 12V Power Outlet
• AM/FM Sound System
• Anti-Theft Device
• Auxiliary Switches on Control Lever
• Bluetooth
• Cab Filter - External
• Cab Handrails
• Cab Interior Light
• Cab ISO-Mounts
• Cab Light (2 LED)
• Clear Roof Window
• Climate Control A/C and Heater
• Cup Holder
• Defroster
• Digital Clock
• Emergency Exit and Hammer
• Face Vent
• Floor Mat
• FOPS Level 1 Certified
• Front Guard (OPG 1) - Bar style
• Front Window One-Touch Lock
• Gate Lock Hydraulic Activation
• Horn
• Hour Meter (Digital)
• Hydraulic Cab Riser
• LCD Color Monitor
• Magazine Storage Rack
• Maintenance Interval Reminders
• MP3 Auxiliary Input Jack
• On-Board Diagnostic System
• One-Piece Right Window
• Radio Mute Switch
• Rear View Camera
• Rear View Mirrors (2)
• RemoteCARE Support System (GPS)
• Roof Sun Shade
• Safety Glass Windows
• SCM Air-Suspension Seat with Tilt & Heater
• Seat Recline
• Selectable Monitor Languages
• Small Storage
• Travel Alarm with Cancel Switch
• Trip Meter (Digital)
• USB Input
• Wiper & Washer
• Wiper Switch on RH Joystick

ENGINE

• 50A Alternator
• Air Filter (Double Element)
• Air Filter Restriction Indicator
• Air Pre-Cleaner (Cyclone type)
• Auto Warm-Up System

• Auto-Idle
• Auto-Idle Engine Shutdown
• Battery Disconnect Switch
• Cooling Fan - Reversing
• Diesel Oxidation Catalyst (DOC)
• Drain for Fuel Tank
• Dual Remote Fuel Filters with Water Separators
• EGR Coolers
• Emergency Engine Stop
• Engine Idle System
• Engine Oil Sample Port
• Engine Protection Feature
• External Fuel Gauge
• External DEF Gauge
• Fan Housing
• Fuel Cooler
• Fuel Filter Restriction Indicator
• Fuel Management System
• Fuel Shut-Off Valve
• Fuel Usage History
• Fuel Usage Monitor
• Glow Plug Pre-Heat
• Idle-Start
• Intercooler
• Neutral Start
• One-Touch Idle
• Passive Emissions Regeneration
• Radiator/Oil Cooler/Intercooler Protective Screen
• Remote Engine Oil Drain
• Remote Oil Filter
• Selective Catalytic Reduction (SCR)
• DEF Gauge on Monitor
• VGT Turbocharger

HYDRAULICS

• Anti-Drift Valve (Arm & Boom)
• Arm Regeneration
• Arm Speed Assistance (2 Pump Flow)
• Attachment Cushion Valve
• Auto Swing Priority
• Auxiliary Flow Control
• Auxiliary Tool Settings (Memory)
• Auxiliary Valve
• Boom Regeneration
• Boom Speed Assistance (2 Pump Flow)
• Control Levers Pre-Wired for Auxiliary Hyd.
• Electronically Controlled Hydraulic Pumps
• Fire Wall
• Free Swing
• Hose Burst Check Valve
• Hydraulic Filter Restriction Indicator
• Hydraulic Oil Sample Port
• Long Life Hydraulic Oil (5,000 Hour)
• Neutral Pump De-Stroke

• Oil Cooler
• Power Save
• Pressure Reading on Monitor
• Pump Stand-By Pressure
• Single Pedal Travel
• Straight Travel Circuit

UNDERCARRIAGE

• 750 mm (29.5” in) 3-Bar Steel Grousers
• Carbody Belly Pan (Swivel Guarding)
• Double Track Guard
• Lashing Points (Tie-Downs)
• Long Undercarriage
• Sealed Link Chain
• Steps
• Strutted Track Chain
• Retractable Carbody

UPPERSTRUCTURE

• Belly Pans
• Center Cover (Over Main CV)
• Fuel Tank Belly Pan
• Hand Rail (RH access)
• ISO Guard Rails
• Lifting Eyes for Counterweight
• Lockable Fuel Cap and Service Doors
• Turntable Tub
• Work Lights (Boom and Right Front Corner, LED)
• Catwalks

ATTACHMENT

• 25’ 6” (7.77 m) Arm
• 30’ 4” (9.25 m) Main Boom Section
• Boom Work Light (2 LED)
• Chrome Pins - Boom Foot, Boom Cylinder Base
• Easy Maintenance System (EMS) - Boom Foot
• Remote Lube Bank
• Teardrop Pin Retention Keepers - Boom Foot and 

Boom Cylinder Base

PARTS KIT

• Engine Manual
• Engine Oil Filter
• Filter Wrench
• Fuel Filters
• Grease Gun
• Green Plug Drain Hose for Engine Oil Drain
• Hydraulic Return Filter
• Ignition Keys
• Pilot Circuit Hydraulic Filter
• Rearview Mirrors

Standard Equipment

Optional Equipment


