EARTHMOVING 1 FORESTRY
MATERIAL HANDLING EQUIPMENT

Preliminary
Specifications

Engine

Isuzu AH-6WG1X Electronic engine control, water
cooled, 4-cycle diesel, 6 cylinder, turbocharged
with air cooled intercooler, 958 CID (15.7 L),
5.79" (147 mm) bore x 6.06" (154 mm) stroke.
EPA Tier Il certified.

SAE net horsepower
with fan pump .......... 495 HP (369 kW) @ 1,800 rpm
without fan pump...... 532 HP (397 kW) @ 1,800 rpm

Masimum forque ... 1,660 fibs. (2,250 N-m) @ 1,500 rpm
SHAMEr oo 24V
Allernator ..........ovvevieeeieireieieeeeens 50 amp
Aircleaner .........cccooovveviie. Double element
GOVEINOT ... Electronic

Hydraulic System

Two variable displacement axial piston pumps and
one gear pump for pilot controls

Hydraulic Pumps
Two variable volume piston pumps provide power
for attachment, swing and travel.

Maximum flow ...... 2x132.1 gpm (2 x 500 |/min)

Pilot pump max. flow ............. 7.1 gpm (27 |/min)
Relief Valve Settings

Boom/arm/bucket ............... 4,550 psi (314 bar)
Swing Circuit ...oeceeeevvieeceenne 3,840 psi (265 bar)
Travel Circuit .o..oeeeeeeeeeeene. 4,970 psi (343 bar)

Hydraulic Cylinders

Young 2-piece 55'....number of cylinders — bore x rod x stroke

Boom ..o 2-8.0"x5.0" x 68"
(203 mm x 127 mm x 1727 mm)

1-9.0"x6.0"x72"

(229 mm x 152 mm x 1 829 mm)

Young 2-piece 68'...number of cylinders — bore x rod x stroke
Boom ....cceiie 2-8.0"x5.0" x 68"

(203 mm x 127 mm x 1727 mm)
1-8.5"x6.0"x89"
(216 mm x 152 mm x 2 261 mm)

Control Valve One 4-spool valve for right track
travel, boom, bucket, and arm acceleration, and
one 5-spool valve for left track travel, swing, boom
acceleration, auxiliary spool and arm.

Oil Filtration

Nephron®filter ...........cccccoviveveiiirennns 1 micron
Return and pilot filters ...............c........ 10 micron
Suchon SCreen .........ccoccveeveiervenenas 150 micron

S00:

Materla

Cab and Controls

Swing

Cab mounted on 6 fluid filled mountings.
Features include safety glass windows, sliding
front window with auto-lock. Windshield washer
and wiper, heater, air-conditioner, AM/FM radio
with auto tuner, floor mat, skylight window and
right and rear side mirrors. KAB 515 operators
seat with manual weight adjustment, seat height
and tilt adjustment, adjustable headrest, backrest
angle adjustment, adjustable pivoting arm rests and
seat belt. Control pattern selector valve. Reliable
soft-touch switches.

Heater output.............. 20,240 BTU/hr (5 100 keal/hr)
A/Coutput......cccee... 18,250 BTU/hr (4 600 keal/hr)
Sound level (inside cab) .........ccccovevviiinnne. 77 dB(A)

Sound level (exterior) 108 dB(A)

Undercarriage

X-style carbody is integrally welded for strength
and durability. Grease cylinder track adjusters
with shock absorbing springs. Undercarriage
equipped with sealed track, lubricated rollers and
idlers. Double-bar grouser track shoes.

Carrier rollers ..o 3 per side
Track rollers .........coooeieienieceeine 9 per side
Track link pitch .. . 10.25" (260 mm)
SROBS .o 51 per side

Shoe width ....
Ground pressure
w/29.5" (750 mm) shoes ...... 13.94 psi (.98 kg/cm?)

... 29.5" (750 mm)

Fixed displacement axial piston motor. Internal ring
gear with grease cavity for swing pinion. Swing
bearing is single-row shear type ball bearing.
Swing cushion valve and dual stage relief valves for
smooth swing deceleration and stops. Mechanical
disc swing brake.

Swing speed .......ccocveiiiiieieees 0-6.4rpm
Tail SWing ....oecveeiiieece, 141" (4.3 m)
Swing forque ................ 195,454 |bf-ft. (265 kNem)

Travel System

Variable displacement axial piston motor. Mechanical
disc brake. All hydraulic components mounted
within the width of side frame.

Max. travel speed ... 1.8/2.6 mph (2.9/4.2 km/h)
Gradeability .......oooviriieee, 70%
.. 127,000 Ibs. (565 kN)

Traction force....

Lubricant and Coolant Capacity

Fuel tank........coeveeieieeeeee. 238 gal. (900 liters)
Hydraulic tank ..........cccccooeveeee. 82 gal. (310 liters)
Hydraulic system..........c..c........ 190 gal. (720 liters)
Final drive (per side)................. 3.6 gal. (13.8 liters)
Swing drive (per side)............... 1.24 gal. (4.7 liters)
Engine oil .......oooveiiiriiinn 13.7 gal. (52 liters)

28.5 gal. (108 liters)

Cooling system



Working Ranges

800 LX Material Handler with a 68' (20.73 m) 2-piece attachment
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Workin

g Ranges

800 LX Material Handler with a 55' (16.76 m) 2-piece attachment
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Operating Weight

60FT |55 50 45 40 35 30 25 20 1?.\10 5 0
\ /

Working weight with 29.5” (750 mm) shoes, 55’ 2-piece attachment, 1/2 tank of

fuel, & cab riser

Working weight with 29.5” (750 mm) shoes, 55’ 2-piece attachment, 1/2 tank
of fuel, 6’ cab riser, widened undercarriage and 4,400 lbs. (1 996 kg) additional

counterweight

173,248 Ibs. (78 584 kg)

189,099 Ibs. (85 774 kg)

Working weight with 29.5” (750 mm) shoes, 68’ 2-piece attachment, 1/2 tank of
fuel, 6" cab riser........covooeeeeeeeeeeceeeeeee 176,990 lbs. (80 281 kg)

Working weight with 29.5” (750 mm) shoes, 68 2-piece attachment, 1/2 tank
of fuel, 6’ cab riser, widened undercarriage and 4,400 lbs. (1 996 kg) additional
counterweight...........ccoeiiueiriieieeeecees 192,415 |bs. (87 278 kg)



Lifting Capacities

800 LX Material Handler w/two piece 55' (16.76 m) Young Attachment

Grapple Radius of Load
Pin 15'0" (4.57 m) | 20'0" (6.10m) | 25'0" (7.62m) |30' 0" (9.14m) | 35'0" (10.67 m)|40' 0" (12.19 m)| 45' 0" (13.72 m)| 50' 0" (15.24 m)| 55' 0" (16.76 m)
Height End Side | End Side | End Side | End Side End Side | End Side | End Side | End Side | End  Side
55'0" | Ibs. 21,700 | 21,700
(16.76m) | kg 9843 | 9843
50'0" | Ibs. 27,000 | 27,000 | 21,800 | 21,800
(15.24m) | kg 12247 | 12247 | 9888 | 9888
45'0" | Ibs. 26,000 {26,000 | 20,400 | 20,400
(13.72m) | kg 11793 | 11793 | 9253 | 9253
40'0" | Ibs. 28,100 (28,100 | 24,700 | 24,700 | 17,400 | 17,400
(12.19m) | kg 12746 [ 12746 | 11204 | 11204 | 7893 | 7893
350" | Ibs. 29,800 (29,800 | 27,300 | 26,700 | 22,400 | 21,500
(10.67m) | kg 13518 | 13518 | 12383 | 12111 | 10160 | 9752
30'0" | Ibs. 31,700 (31,700 | 29,600 | 26,400 | 25,600 | 21,500 | 17,700 | 17,500
(9.14m) | kg 14379 |14379 | 13426 | 11975 | 11612 | 9752 | 8029 | 7938
25'0" | Ibs. 34,200 | 34,200 | 33,300 |32,400 | 30,100 | 26,000 | 27,300 | 21,200 | 21,600 | 17,400
(7.62m) | kg 15513 | 15513 | 15105 (14696 | 13653 | 11793 [ 12383 | 9616 | 9798 | 7893
20'0" | Ibs. 36,200 {36,200 | 38,800 | 38,800 | 34,300 [31,400 | 30,600 | 25,300 | 27,500 | 20,800 | 24,500 | 17,200
(6.10m) | kg 16420 |16420 | 17599 | 17599 | 15558 |14243 | 13880 | 11476 | 12474 | 9435 | 11113 | 7802
15'0" | Ibs. 43,300 | 43,300 | 47,700 |47,700 | 40,700 | 38,400 | 35,300 {30,300 | 31,100 | 24,500 | 27,700 | 20,200 | 24,400 | 16,900 | 14,100 | 14,100
(4.57m) | kg 19641 | 19641 | 21636 (21636 | 18461 | 17418 | 16012 | 13744 | 14107 | 11113 | 12565 | 9163 | 11068 | 7666 | 639 | 6396
10'0" | Ibs. 64,000 | 64,000 | 50,800 |47,800 | 42,300 | 36,500 | 36,200 {29,000 | 31,500 | 23,700 | 27,600 | 19,700 | 24,100 | 16,600 | 15,700 | 14,000
(3.05m) | kg 29030 | 29030 |23042 (21682 | 19187 | 16556 | 16420 13154 | 14288 | 10750 | 12519 | 8936 | 10932 | 7530 | 7121 | 6350
50" Ibs. 67,000 | 62,100 | 52,600 45,000 | 43,200 | 34,700 | 36,500 |27,800 | 31,500 | 22,800 | 27,200 | 19,100 | 23,300 | 16,200 | 15,500 | 13,900
(1.52m) | kg 30391 | 28168 | 23859 [20412 | 19595 | 15740 | 16556 | 12610 | 14288 | 10342 | 12338 | 8664 | 10569 | 7348 | 7031 | 6305
0'0" Ibs. | 12,100 | 12,100 | 38,900 | 38,900 | 52,600 |42,700 | 43,000 | 33,200 | 36,200 [26,700 | 30,800 | 22,100 | 26,300 | 18,600 | 22,000 | 15,900
(0m) kg | 5488 | 5488 | 17645 | 17645 |23859 [19368 | 19504 | 15059 | 16420 12111 | 13971 | 10024 [ 11929 | 8437 | 9979 | 7212
-5’0” | Ibs. | 14,400 | 14,400 | 32,200 | 32,200 |50,500 [41,100 | 41,500 | 32,000 | 34,800 | 25900 | 29,400 | 21,500 | 24,700 | 18,200 | 19,800 | 15,700
(-1.52m) | kg | 6532 | 6532 | 14606 | 14606 | 22906 | 18643 | 18824 | 14515 | 15785 [11748 | 13336 | 9752 [ 11204 | 8255 | 8981 | 7121
-10°0” | Ibs. | 18,00 {18,000 |32,600 |32,600 46400 [40,100 | 38500 | 31,200 | 32,200 |25300 | 26,900 | 21,100 | 21,900 | 18,000 | 16,100 | 15,600
(-3.05m) | kg | 8165 | 8165 |14787 | 14787 |21047 |18189 | 17463 | 14152 | 14606 11476 | 12202 | 9571 | 9934 | 8165 | 7303 | 7076
-15°0” | Ibs. 35,800 | 35,800 | 40,100 {39,600 | 33,600 | 30,800 | 28,000 |25,000 | 22,800 | 20,900 | 17,500 | 17,500
(-4.57m) | kg 16239 116239 118189 [17962 115241113971 | 12701 111340 [ 10342 | 9480 | 7938 | 7938

Lifting Capacities

800 LX Material Handler w/two piece 55' (16.76 m) Young Attachment with widened undercarriage & 4400 lbs. additional ctwt.

Grapple Radius of Load
Pin 15'0" (4.57 m) | 20' 0" (6.10m) | 25'0" (7.62m) | 30' 0" (9.14m) | 35'0" (10.67 m)|40' 0" (12.19 m)| 45' 0" (13.72m)| 50' 0" (15.24 m)|55' 0" (16.76 m)
Heighi End  Side End  Side End  Side End  Side End  Side End Side End Side End  Side End  Side
55'0" | Ibs. 22,500 | 22,500
(16.76m) | kg 10206 | 10206
50'0" | Ibs. 27,200 | 27,200 | 22,300 | 22,300
(15.24m) | kg 12338 | 12338 | 10115 [ 10115
45'0" | Ibs. 26,200 [ 26,200 | 20,900 20,900
(13.72m) | kg 11884 11884 | 9480 | 9480
40'0" | Ibs. 28,200 | 28,200 | 24,900 [ 24,900 | 17,900 | 17,900
(12.19m) | kg 12791 | 12791 [11294 (11294 | 8119 | 8119
35'0" | Ibs. 29,900 {29,900 | 27,500 [27,500 | 22,700 | 22,700
(10.67m) | kg 13562 | 13562 | 12474 [12474 | 10297 | 10297
30'0" | Ibs. 32,000 | 32,000 | 31,900 {31,900 | 29,700 [29,700 | 25,800 | 25,800 | 18,000 | 18,000
(9.14m) | kg 14515 | 14515 | 14470 [ 14470 13472 | 13472 | 11703 | 11703 | 8165 | 8165
250" | Ibs. 34,500 | 34,500 | 33,300 33,300 30,100 {30,100 | 27,300 | 27,300 [ 21,800 [ 21,800
(7.62m) | kg 15649 | 15649 | 15105 [ 15105 | 13653 | 13653 | 12383 | 12383 | 9888 | 9888
20'0" | Ibs. 36,700 [ 36,700 | 39,000 | 39,000 | 34,400 | 34,400 |30,700 [30,700 | 27,500 | 27,500 | 24,600 | 24,600
(6.10m) | kg 16647 | 16647 | 17690 | 17690 | 15604 | 15604 | 13925 [13925 | 12474 | 12474 | 11158 | 11158
150" | Ibs. 45,200 | 45,200 | 48,200 | 48,200 | 40,800 | 40,800 | 35400 | 35400 |31,200 {31,200 | 27,700 | 27,700 | 24,400 | 24,200 | 14,300 | 14,300
(4.57m) | kg 20502 | 20502 | 21863 [21863 | 18507 | 18507 | 16057 | 16057 [14152 | 14152 | 12566 | 12566 | 11068 | 10977 | 6486 | 6486
100" | Ibs. 64,300 | 64,300 [ 51,000 51,000 | 42,400 | 42,400 | 36,200 [ 36,200 31,500 [31,500 | 27,600 | 27,600 [24,000 | 23,900 [ 15,700 | 15,700
(3.05m) | kg 29166 | 29166 | 23133 [ 23133 | 19232 | 19232 | 16420 [ 16420 |14288 | 14288 | 12519 | 12519 | 10886 | 10841 | 7121 | 7121
50" Ibs. 67,000 | 67,000 | 52,600 |52,600 | 43,200 | 43,200 | 36,500 | 36,500 | 31,400 [31,400 | 27,200 | 27,200 |23,200 |23,200 | 15,400 | 15,400
(1.52m) | kg 30391 | 30391 | 23859 23859 |19595 | 19595 | 16556 | 16556 | 14243 [14243 | 12338 | 12338 | 10523 10523 | 6985 | 6985
0'0" Ibs. | 12,200 | 12,200 | 37,900 | 37,900 | 52,500 |52,500 | 43,000 | 43,000 | 36,100 | 36,100 |30,800 |30,800 | 26,200 | 26,200 |21,900 | 21,900
(0m) kg | 5534 | 5534 | 17191 17191 | 23814 (23814 | 19504 | 19504 | 16375 | 16375 |13971 [13971 | 11884 | 11884 | 9934 | 9934
-50” | Ibs. | 14,600 [ 14,600 | 32,100 32,200 | 50,300 50,300 | 41,400 | 41,400 | 34,600 | 34,600 | 29,200 |29,200 | 24,500 | 24,500 [ 19,600 | 19,600
(-1.52m) | kg | 6622 | 6622 | 14560 | 14560 | 22816 [22816 | 18779 [ 18779 | 15694 | 15694 [13245 | 13245 | 11113 | 11113 | 8890 | 8890
-10'0” | Ibs. |18,300 | 18,300 | 32,800 | 32,800 | 46,000 | 46,000 | 38,200 | 38,200 | 31,900 | 31,900 | 26,600 |26,600 | 21,600 | 21,600 |15,700 | 15,700
(-3.05m) | kg | 8301 | 8301 | 14878 | 14878 | 20865 | 20865 | 17327 | 17327 | 14470 [ 14470 | 12066 [12066 | 9798 | 9798 | 7121 | 7121
-15°0” | Ibs. 36,100 | 36,100 | 39,500 39,500 | 33,100 | 33,100 | 27,600 {27,600 | 22,500 |22,500 | 17,100 | 17,100
(-4.57 m) | kg 16375 16375 | 17917 [17917 | 15014 | 15014 | 12519 | 12519 [10206 |10206 | 7756 | 7756




Lifting Capacities

800 LX Material Handler w/two piece 68' (20.73 m) Young Attachment

Grapple Radius of Load
Pin 15'0" (4.57 m) | 20'0" (6.10m) | 25'0" (7.62m) | 30' 0" (9.14m) | 35'0" (10.67 m)|40' 0" (12.19 m)| 45' 0" (13.72 m)| 50' 0" (15.24 m)|55' 0" (16.76 m) | 60' 0" (18.2m) | 65' 0" (19.8m)
Height End  Side End  Side End Side | End Side End Side | End Side | End Side | End Side | End Side | End Side | End Side
65'0" | Ibs. 21,400 | 21,400 21,400 | 21,400
(19.8m) | kg (9707) | (9707) (9707) | (9707)
60'0" | Ibs. 21,100 | 21,100
(18.2m) | kg (9571) | (9571)
55'0" | Ibs. 23,600 | 23,600 [ 20,300 | 20,300
(16.76m) | kg (10705) | (10 705)| (9208) | (9208)
50'0" | Ibs. 25,000 | 25,000 | 22,800 | 23,100 [19,100 | 18,600
(15.24m) | kg (11340) | (11340) |(10342) | (10478) | (8664) | (8437)
45'0" | Ibs. 25,900 | 25,900 [ 23,800 | 23,300 21,800 | 18,900 | 16,900 | 15,300
(13.72m) | kg (11748) | (11748) |(10 796) | (10569) | (9888) | (8573) | (7666) | (6940)
40'0" | Ibs. 26,000 | 26,000 [ 23,900 | 23,200 22,000 | 19,000 | 20,100 | 15500 | 12,800 | 12,500
(12.19m) | kg (11794) | (11794) [(10841) | (10524) [ (9979) | (8618) | (9117) | (7031) | (5806) | (5670)
35'0" | Ibs. 26,300 | 26,300 [ 24,000 | 22,900 [22,000 | 18,800 | 20,200 | 15,500 | 17,000 | 12,700
(10.67m) | kg (11930) | (11930) |(10886) | (10387)[(9979) | (8528) | (9163) | (7031) | (7711) | (5761)
30'0" | Ibs. 29,500 | 29,500 | 26,800 | 26,800 | 24,300 | 22,300 {22,200 | 18,400 | 20,200 | 15,300 | 18,400 | 12,700
(9.14m) | kg (13381)| (13 381)|(12 156) | (12 156) |(11 022) | (10115)|(10070) | (8346) | (9163) | (6940) | (8346) | (5761)
25'0" | Ibs. 30,700 | 30,700 | 27,400 | 26,600 | 24,700 | 21,700 [22,300 | 17,900 | 20,300 | 14,900 | 18,300 | 12,500 | 13,900 | 10,400
(7.62m) | kg (13926)| (13 926)|(12 429) | (12 066) |(11204) | (9843) |(10115) | (8119) | (9208) | (6759) | (8301) | (5670) | (6305) | (4717)
20'0" | Ibs. 35,100 | 35,100 31,700 | 31,600]28,000 | 25,400 | 25,000 | 20,900 [22,500 | 17,300 [ 20,300 | 14,500 | 18,200 | 12,200 | 16,000 | 10,300
(6.10m) | kg (15921) | (15921)| (14379)| (14334)|(12701) | (11521) |(11.340) | (9480) |(10206) | (7847) | (9208) | (6577) | (8256) | (5534) | (7258) | (4672)
150" | Ibs. 39,800 | 39,800 | 45,000 | 45,000 | 38,000 | 38,000{ 32,700 | 29,900 28,600 | 24,200 | 25,300 | 20,000 [22,600 | 16,700 [ 20,300 | 14,100 [ 18,100 | 11,900 | 15,700 | 10,100
(4.57m) | kg (18053)| (18053) |(20412) | (20412) |(17 237)| (17 237)| (14833)| (13563)|(12973) [ (10977) |(11476) | (9072) |(10251) | (7575) [ (9208) | (6396) | (8210) | (5398) | (7122) | (4581)
100" | Ibs. 60,700 | 60,700 | 47,700 | 46,200 | 39,300 | 35,300 33,400 | 29,100{29,000 | 22,900 | 25,500 | 19,000 |22,600 | 16,000 | 20,100 | 13,600 | 17,700 | 11,600 | 15,200 | 9,900
(3.05m) | kg (27534)| (27534) [(21637) [ (20911) |(17 826)| (16 012)| (15 150) | (13200)|(13154) | (10387)|(11567) | (8618) |(10251) | (7258) | (9117) | (6169) | (8029) | (5262) | (6895) | (4491)
50" Ibs. 22,700 | 22,700 | 48,800 | 42,300 | 40,000 | 32,800 33,800 | 26,400]29,100 | 21,700 [ 25,400 | 18,100 [22,400 | 15,300 [ 19,700 | 13,100 | 17,200 | 11,200 | 14,400 | 9,700
(1.52m) | kg (10297)| (10297) |(22136) | (19 187) |(18 144) | (14878)| (15332)| (11975)|(13200) | (9843) |(11521) | (8210) |(10161) | (6940) | (8936) | (5942) | (7802) | (5080) | (6532) | (4400)
0'0" Ibs. 14,400 | 14,400 | 43,900 | 39,200 | 39,800 | 30,700 33,500 | 24,800 28,800 | 20,600 [ 25,000 | 17,300 21,900 | 14,700 | 19,100 | 12,600 | 16,400 | 10,900 | 13300 | 9,500
(0Om) kg (6532) | (6532) |(19913) | (17781) |(18053)| (13 926)| (15196)| (11249)|(13064) | (9344) [(11340) | (7847)|(9934) | (6668) | (8664) | (5715) | (7439) | (4944) | (6033) | (4309)
-5'0" | Ibs. | 5800 | 5800 13,700 | 13,700 | 30,900 | 30,900 | 38,600 | 29,000 32,600 | 23,600 28,000 | 19,600 | 24,200 | 16,600 [21,000 | 14,200 | 18,100 | 12,200 | 15,200 | 10,700 | 11,600 | 9,400
(-1.52m) | kg | (2631)| (2631) | (6214) | (6214) |(14016) | (14016) |(17509)| (13154)| (14 787)| (10705)|(12701) | (8891) |(10977) | (7530) | (9526) | (6441) | (8210) | (5534) | (6895) | (4854) | (5262) | (4264)
-10'0" | Ibs. | 8400 | 8400 | 15000 | 15,000 | 28,100 | 28,100 | 36,400 | 27,900 30,900 | 22,700 (26,500 | 18,900 [ 22,900 | 16,000 {19,700 | 13,800 [ 16,700 | 12,000 | 13,500 | 10,500
(-3.05m) | kg | (3810) | (3810) | (6804) | (6804) |(12746) | (12746) |(16511)| (12655)| (14 016)| (10297)|(12020) | (8573) |(10387)| (7258) [ (8936) | (6260) | (7575) | (5443) | (6124) | (4763)
-15'0" | Ibs. | 11,200 | 11,200 | 17,200 | 17,200 | 28,500 | 28,500 | 33,100 | 27,100 28,300 | 22,000 24,300 | 18,400 {20,900 | 15,700 17,700 | 13,500 [ 14,600 | 11,800 | 11,000 | 10,400
(-4.57m) | kg | (5080) | (5080) | (7802) | (7802) |(12928)|(12928) |(15014)| (12293)| (12837)| (9979) |(11022) | (8:346) | (9480) | (7122) [(8029) | (6124) | (6623) | (5352) | (4990) | (4717)
-20'0" | Ibs. 19,900 | 19,900 | 30,500 | 30,500 | 28,700 | 26,800| 24,800 | 21,700{21,300 | 18,200 [ 18,100 | 15,400 [15,000 | 13,400 | 11,600 | 11,600
(-6.10m) | kg (9027) | (9027) |(13835) | (13835) |(13018)| (12156)| (11249)| (9843)|(9662) | (8210) | (8210) | (6985) | (6804) | (6078) | (5262) | (5262)
-25'0" | Ibs. 23,100 | 23,100 20,200 | 20,200 17,300 | 17,300 | 14,400 | 14,400
(-7.62m) | kg (10478)| (10478)| (9163) | (9163)|(7847) | (7847)[(6532) | (6532)

Lifting Capacities

800 LX Material Handler w/two piece 68' (20.73 m) Young Attachment with widened undercarriage & 4400 lbs. additional ctwt.

Grapple Radius of Load
Pin 15'0" (4.57 m) | 20'0" (6.10m) | 25'0" (7.62m) | 30' 0" (9.14m) | 35'0" (10.67 m)[40' 0" (12.19 m)| 45' 0" (13.72 m)| 50' 0" (15.24 m)|55' 0" (16.76 m) | 60' 0" (18.2m) | 65' 0" (19.8m)
Height End  Side End  Side End Side | End Side End Side | End Side | End Side | End Side | End Side | End Side | End Side
65'0" | Ibs. 21,800 | 21,800
(19.8m) | kg (9888) | (9888)
60'0" | Ibs. 21,400 | 21,400 [ 15,100 | 15,100
(182m) | kg (9707) | (9707) | (6849) | (6849)
55'0" | Ibs. 23,800 | 23,800 | 20,600 | 20,600 | 14,100 | 14,100
(16.76m) | kg (10796) [(10796) | (9344) | (9344) | (6396) | (6396)
50'0" | Ibs. 25,100 | 25,100 | 23,000 | 23,000 | 19,300 | 19,300
(15.24m) | kg (11385) [(11.385) [(10433)[(10433) | (8754) | (8754)
45'0" | Ibs. 25,900 | 25,900 [ 23,900 | 23,900 22,000 | 22,000 | 17,200 | 17,200
(13.72m) | kg (11748) |(11748) |(10841)[(10841) | (9979) | (9979) | (7802) | (7802)
40'0" | Ibs. 26,000 | 26,000 | 23,900 | 23,900 22,000 | 22,000 | 20,300 [ 20,300 | 13,200 | 13,200
(12.19m) | kg (11794) [(11794) [(10841)|(10841) | (9979) | (9979) | (9208) | (9208) | (5988) | (5988)
35'0" | Ibs. 26,300 | 26,300 | 24,100 | 24,100 22,100 | 22,100 | 20,200 | 20,200 | 17,200 | 17,200
(10.67m) | kg (11930) |(11 930) [(10932)|(210932) |(10025) [(10025) | (9163) | (9163) | (7802) | (7802)
30'0" | Ibs. 29,700 | 29,700 | 26,800 | 26,800 | 24,300 | 24,300 | 22,200 | 22,200 | 20,300 | 20,300 | 18,400 [ 18,400
(9.14m) | kg (13472)[(13472) |(12156) |(12156) | (11022) | (11 022) |(10070) |(10070) | (9208) | (9208) | (8346) | (8346)
25'0" | Ibs. 30,700 | 30,700 | 27,400 | 27,400 | 24,700 | 24,700 | 22,400 | 22,400 | 20,300 | 20,300 | 18,400 | 18,400 | 14,100 | 14,100
(7.62m) | kg (13926)[(13926) [(12429) |(12429) | (11 204) | (11 204) |(10 161) |(10 161) | (9208) | (9208) | (8:346) | (8:346) | (6396) | (6396)
20'0" | Ibs. 31,300 | 31,300 | 35,600 | 35,600 | 31,800 | 31,800 | 28,100 | 28,100 | 25,100 | 25,100 | 22,500 | 22,500 | 20,300 | 20,300 | 18,300 | 18,100 | 16,000 | 15,600
(6.10m) | kg (14198) | (14 198) | (16 148)| (16 148) | (14 424) | (14 424) |(12746) |(12 746) | (11385) | (11 385) |(10 206) |(10206) | (9208) | (9208) | (8301) | (8210) | (7258) | (7076)
15'0" | Ibs. 42,700 [ 42,700 | 45,700 | 45,700 | 38,200 | 38,200 | 32,700 | 32,700 | 28,600 | 28,600 | 25,400 | 25,400 | 22,600 | 22,600 | 20,300 | 20,300 | 18,100 | 17,800 | 15,700 | 15,400
(4.57m) | kg (19369)| (19.369) | (20730)|(20730) | (17 328)| (17.328) | (14833)[(14833) |(12973) [(12973) |(11521) | (11521) [(10251) [(10251) | (9208) | (9208) | (8210) | (8074) | (7122) | (6985)
10'0" | Ibs. 60,900 | 60,900 | 47,900 | 47,900 | 39,400 | 39,400 | 33,500 | 33,500 | 29,000 | 29,000 | 25,500 | 25,500 | 22,600 | 22,600 | 20,100 | 20,100 | 17,700 [ 17,400 | 15,200 | 15,200
(3.05m) | kg (27624)[ (27 624) | (21727)|(21727) | (17872)[ (17872) | (15196) |(15 196) |(13 154) |(13 154) |(11567) | (11567) |(10251) |(10251) | (9117) | (9117) | (8029) | (7893) | (6895) | (6895)
5'0" Ibs. 21,400 | 21,400 | 48,900 | 48,900 | 40,000 | 40,000 | 33,800 | 33,800 | 29,100 | 29,100 | 25,400 | 25,400 | 22,400 | 22,400 | 19,700 | 19,600 | 17,200 | 17,100 | 14,400 | 14,400
(1.52m) | kg (9707) | (9707) | (22181)|(22181) | (18 144)| (18 144) | (15332) |(15332) |(13200) |(13200) |(11521)|(11521) |(10161) (10 161) | (8936) | (8891) | (7802) | (7757) | (6532) | (6532)
0'0" Ibs. 14,200 | 14,200 | 42,100 | 42,200 | 39,800 | 39,800 | 33,500 | 33,500 | 28,800 | 28,800 [ 25,000 | 25,000 | 21,900 | 21,900 | 19,100 [ 19,100 | 16,400 | 16,400 | 13,200 | 13,200
(0m) kg (6441) | (6441) | (19097)|(19097) | (18053)| (18053) | (15196)|(15196) |(13064) |(13064) |(11340)|(11340) | (9934) | (9934) | (8664) | (8664) | (7439) | (7439) | (5988) | (5988)
-5'0" | Ibs. | 6,000 [ 6,000 | 13,700 13,700 | 30,500 | 30,500 | 38,500 | 38,500 [ 32,600 | 32,600 | 27,900 | 27,900 | 24,200 | 24,200 | 21,000 | 21,000 | 18,100 | 18,100 | 15,200 | 15,200 | 11,500 | 11,500
(-1.52m) | kg | (2722)| (2722) | (6214) | (6214) |(13835)|(13835) | (17464)| (17464) | (14787)[(14787) |(12655) (12 655) |(10977)|(10977) | (9526) | (9526) | (8210) | (8210) | (6895) | (6895) | (5216) | (5216)
-10'0" | Ibs. | 8600 | 8600 | 15200 15200 | 28,100 | 28,200 | 36,200 | 36,200 [ 30,800 | 30,800 | 26,400 | 26,400 [ 22,800 | 22,800 [ 19,600 | 19,600 | 16,600 | 16,600 | 13,400 | 13,400
(-3.05m) | kg | (3901)| (3901) | (6895) [ (6895) |(12746)|(12746) | (16 420)| (16 420) | (13971)|(13 971) |(11975) |(11975) |(10342)[(10342) | (8891) | (8891) | (7530) | (7530) | (6078) | (6078)
-15'0" | Ibs. | 11,400 | 11,400 | 17,400 | 17,400 | 28,600 | 28,600 | 32,900 | 32,900 [ 28,100 | 28,100 | 24,200 | 24,200 [ 20,700 | 20,700 [ 17,600 | 17,600 | 14,400 [ 14,400 | 10,800 | 10,800
(-4.57m) | kg | (5171) | (5171) | (7893) | (7893) |(12973)|(12973) | (14 923)| (14 923) | (12 746) [(12746) [(10977)|(10977) | (9390) | (9390) | (7983) | (7983) | (6532) | (6532) | (4899) | (4899)
-20'0" | Ibs. 20,100 | 20,100 | 30,700 | 30,700 | 28,300 | 28,300 | 24,500 | 24,500 | 21,100 | 21,100 | 17,900 | 17,900 | 14,800 [ 14,800 | 11,400 | 11,400
(-6.10m) | kg (9117) | (9117) |(13926)[(13926) | (12837)[ (12837)| (11113) |(11113) | (9571) | (9571) | (8119) | (8119) | (6713) | (6713) | (5171) | (5171)
-25'0" | Ibs. 19,800 | 19,800 | 17,000 | 17,000
(-7.62m) | kg (8981) | (8981) | (7711) | (7711)




Specifications

Standard Equipment Options
® Inte-LX® Computer Control System ¢ Climate control heater and air conditioner e &', 8", or 10" manual tilt cab, includes ladder,
e Five selectable working modes e Safety glass front windows with automatic lock catwalk ‘)’"d platform (6" elevated cab most
o Auto Work Mod and infermittent rise-up windshield wiper and common
. A::Chmc;rm V\;DO; Mo washer, large LEXAN® rear/ e 2-Piece 55 ft. Young Attachment
side windows  2-Piece 68 ft. Young Attachment
* Auto power-up mode ® 12 volt accessory outlet for cell phones/ ¢ 33 Kw Baldor generator and Hubbell controller
* Free swing control audio extras includes voltmeter and ammeter
e Cushioned attachment control ® Horn, interior lighting, AM/FM STEREO radio, * Grapple rotation circuit
« Boom Priority control digital clock, floor mat, cigarette lighter « Gauge widener - 30"
® Auto power swing * Rear view mirror, coat hook, storage ¢ Counterweight; additional 4,400 lbs. (1 996 kg)
¢ |lluminated LCD service monitor compartment
o Selfdi ) e Gate lock and gate lock lever (control lock-
el-diagnostic system out device)

e Control pattern selector valve * Single pedal travel

e Tier lll Isuzu diesel engine with electronic control
e Auto idle start

 Travel alarm

e Common key for cab & house doors,

¢ Auto engine warm up engine hood, tool box, and fuel cap
e Auto idling system e Vandalism locks/guarding
¢ One-+touch idle ¢ Hand grab rails both sides
e low idle up ® Nephron® hydraulic filtration system
e Reversible cooling fan ® Boom and arm holding valves
e Fuel cooler e Integral cylinder cushioning
® Low noise/low vibration cab floating on 6 fluid ~  Upper and lower undercovers
filled mounts e long undercarriage
o Sliding/reclining, suspension cloth upholstered e Sealed and lubricated track

seat with adjustable arm rests and lumbar

) o Catwalks
support, retracting seat belt

S ® 27,560 Ibs. (12 500 kg) counterweight
e 3-position tilting consoles

e 4th position on left console for entering and
exiting the cab also serves as control lock-out

Notes: Material Handler lifting capacities

1. Lifting capacities shown should not be exceeded. Weight of 4. Lifting capacities shown do not exceed 75% of minimum 7. Operator should be fully acquainted with the Operator’s
all lifting accessories must be deducted from the above lifting tipping loads or 87% of hydraulic capacities. Capacities Manual & Operating Safety Booklet, furnished by the
capacities. marked with an asterisk (*) are limited by hydraulic capacities. manufacturers before operating the machine.
2. lifting capacities are in compliance with ASME B30.25 5. These capacities apply fo machines having 4550 psi boom 8. Capacities apply only to the machine as originally
SCRAP AND MATERIAL HANDLERS hoist cylinder pressure. manufactured and normally equipped by LBX Company LLC.
3. Lifting capacities are based on machine standing on firm, 6. Least stable position is over the side.

uniform supporting surface. User must make allowances
for job conditions such as soft or uneven ground, sudden
stopping of loads, or other unfavorable job conditions.

Link-Belt

EXCAVATORS'FORESTRY LBx

DEMOLITIONIMATERIAL HANDLING ‘Different by Design”
LBX Company is the proud maker of quality Link-Belt excavators and is located in Lexington, KY. www.lbxco.com

Litho in USA 12/08 #LBX2137
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