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Link-Belt Forestry machines are purpose 
built for the work you do. We design and 
build tough and dependable machines 
for road building, harvesting, loading, 
processing and more.

The new Link-Belt 40-Series forestry machines 
feature powerful, fuel-efficient Final Tier 4 
engines that don’t require a DPF, matched to 
a 50% larger fuel tank that keeps you working 
longer. 40-Series offers up to 12% improved 
cycle times, improved swing torque, up to 17% 
draw bar pull increase and up to 16% better 
fuel economy. Convenient access to all service 
points, easily opened by hand.  Other features 
include a 7” high-definition color monitor, rear 
view camera, Oregon OSHA/WCB compliant 
forestry cab, full-length track guards and free 
RemoteCARE telematics for 6 years.
 
All of this innovation starts with the customer. 
We spend a lot of time with loggers and 
timber processors to learn first-hand what their 
equipment needs are, and make sure that we 
design and build the right machines to fit their 
applications. Wherever the work is, that’s where 
you’ll find us. 

This attention to detail ensures that 
Link-Belt Forestry machines deliver outstanding 
performance and productivity where it matters 
most.  

We focus on the machine so you can focus on 
your work. 
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WE FOCUS 
ON THE 
MACHINE 
SO YOU 
CAN
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We’ve earned our reputation for building strong and dependable 
log loaders for use in the woods or millyards. Our loaders can be 
equipped with Fixed or Live-Heel booms to handle large diameter 
logs and tree-length loads. Or choose from a variety of Butt-N-Top 
and grapple options to match your needs perfectly. 

Link-Belt Forestry Product Line3



Link-Belt Forestry Product Line

side-entry cab side-entry cab

rear-entry cabrear-entry cab

side-entry cab

rear-entry cab

side-entry cab

rear-entry cab

side-entry cab

rear-entry cab

374037403740

374037403740

324032403240

324032403240

4

Travel Dimensions 
(side-entry 48” riser)

Travel Dimensions 
(rear-entry cab)

*10’ above ground, 20’ over end log loading condition
**No tool

 Log Loaders 3240 TLN 3740 TLW 4040 TLW 4640 TLW 5040 TLW
   3740 TLN 4040 TLN

 Engine 119 kW (160 hp) 132 kW (177 hp) 154 kW (207 hp) 200 kW (268 hp) 200 kW (268 hp)
 (flywheel) @1,800 rpm @2,000 rpm @1,800 rpm @1,900 rpm @1,900 rpm

 Maximum 2 x 211 l/m 2 x 234 l/m 2 x 243 l/m 2 x 300 l/m 2 x 300 l/m
 Pump Flow (2 x 55.7 gpm) (2 x 61.8 gpm) (2 x 64.2 gpm) (2 x 79.3 gpm) (2 x 79.3 gpm)

 Swing Speed 0-10.5 rpm 0-9.0 rpm 0-8.5 rpm 0-7.6 rpm 0-7.6 rpm

 Swing Torque 74.9 kNm  104 kNm 112 kNm 150 kNm 150 kNm
  (55.250 lbf-ft) (76,710 lb-ft) (82,656 lb-ft) (110,600 lb-ft) (110,600 lb-ft)

 Tail Swing 3.20 m (10’ 6”) 3.25 m (10’ 8”) 3.51 m (11’ 6”) 3.74 m (12’ 3”) 3.74 m (12’ 3”)

 Fuel Capacity 820 L (216 gal) 820 L (216 gal) 820 L (216 gal) 820 L (216 gal) 820 L (216 gal)

 Operating Weight         
 Side-entry cab** TLN 33 736 kg (74,376 lbs) 37 897 kg (83,548 lbs) 41 810 kg (92,175 lbs)  
 Side-entry cab** TLW   37 897 kg (83,548 lbs) 41 818 kg (92,193 lbs) 46 981 kg (103,576 lbs) 51 061 kg (112,571 lbs)

 Rear-entry cab** TLN 34 410 kg (75,861 lbs) 38 570 kg (85,033 lbs) 42 483 kg (93,659 lbs)  
 Rear-entry cab** TLW   38 570 kg (85,033 lbs) 42 491 kg (93,677 lbs) 47 655 kg (105,061 lbs) 51 735 kg (114,056 lbs)

 Drawbar Pull 230 kN 258 kN 309 kN 306 kN 339 kN
  (51,700 lbf) (58,000 lbf) (69,465 lbf) (68,800 lbf) (76,200 lbf)

 Maximum 4.7 km/h 4.4 km/h 4.0 km/h 5.0 km/h 4.5 km/h
 Travel Speed (2.9 mph) (2.7 mph) (2.5 mph) (3.1 mph) (2.8 mph)

 Maximum Reach 11.10 m 11.68 m 12.41 m 13.61 m 13.61 m
 (no tool) (36’ 5”) (38’ 4”) (40’ 9”) (44’ 8”) (44’ 8”)

 Typical Working 8 970 kg 11 320 kg 11,940 kg 12 860 kg 12 920 kg
 Lift Capacity* (19,750 lbs) (24,950 lbs) (26,250 lbs) (28,350 lbs) (28,500 lbs)

 Height 3.79 m (12’ 6”) TLW 3.82 m (12’ 6”) TLW 3.82 m (12’ 6”) 3.87 m (12’ 8”) 3.89 m (12’9”)
   TLN 3.83 m (12’ 6”) TLN 3.84 m (12’ 7”)  

 Width 3.50 m (11’ 6”) TLW 3.59 m (11’ 9”) TLW 3.59 m (11’ 9”) 3.59 m (11’ 9”) 3.59 m (11’ 9”)
   TLN 3.50 m (11’ 6”) TLN 3.50 m (11’ 6”)  

 Length 13.47 m (44’ 2”) 14.10 m (46’ 3”) 15.07 m (49’ 5”) 16.56 m (54’ 4”) 16.56 m (54’ 4”)

 Height 3.83 m (12’ 7”) TLW 3.84 m (12’ 7”) TLW 3.84 m (12’ 7”) 3.90 m (12’ 9”) 3.92 m (12’ 10”)
   TLN 3.86 m (12’ 8”) TLN 3.86 m (12’ 8”)  

 Width 3.57 m (11’ 9”) TLW 3.59 m (11’ 9”) TLW 3.59 m (11’ 9”) 3.70 m (12’ 2”) 3.70 m (12’ 2”)
   TLN 3.50 m (11’ 6”) TLN 3.50 m (11’ 6”)  

 Length 13.47 m (44’ 2”) 14.10 m (46’ 3”) 15.07 m (49’ 5”) 16.56 m (54’ 4”) 16.56 m (54’ 4”)
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For pioneering, right-of-way logging, construction and 
maintenance of access roads, we’ve got the right machines for the 
job. Our road builders are designed to move boulders, dig trenches 
or clear debris with ease.



 Road Builders 3240 RBN 3740 RBW 4040 RBW 4640 RBW 5040 RBW
   3740 RBN 4040 RBN

 Engine 119 kW (160 hp) 132 kW (177 hp) 154 kW (207 hp) 200 kW (268 hp) 200 kW (268 hp)
 (flywheel) @1,800 rpm @2,000 rpm @1,800 rpm @1,900 rpm @1,900 rpm

 Maximum 2 x 211 l/m 2 x 234 l/m 2 x 243 l/m 2 x 300 l/m 2 x 300 l/m
 Pump Flow (2 x 55.7 gpm) (2 x 61.8 gpm) (2 x 64.2 gpm) (2 x 79.3 gpm) (2 x 79.3 gpm)

 Swing Speed 0-10.5 rpm 0-9.0 rpm 0-8.5 rpm 0-7.6 rpm 0-7.6 rpm

 Swing Torque 74.9 kNm  104 kNm 112 kNm 150 kNm 150 kNm
  (55.250 lbf-ft) (76,710 lb-ft) (82,656 lb-ft) (110,600 lb-ft) (110,600 lb-ft)

 Tail Swing 3.20 m (10’ 6”) 3.25 m (10’ 8”) 3.51 m (11’ 6”) 3.74 m (12’ 3”) 3.74 m (12’ 3”)

 Fuel Capacity 820 L (216 gal) 820 L (216 gal) 820 L (216 gal) 820 L (216 gal) 820 L (216 gal)

 Operating Weight         
 Side-entry cab** RBN 31 829 kg (70,170 lbs) 35 568 kg (78,415 lbs) 39 674 kg (87,466 lbs)    
 Side-entry cab** RBW   35 568 kg (78,415 lbs) 39 682 kg (87,483 lbs) 42 356 kg (93,378 lbs) 46 436 kg (102,373 lbs)

 Drawbar Pull 230 kN 258 kN 309 kN 306 kN 339 kN
  (51,700 lbf) (58,000 lbf) (69,465 lbf) (68,800 lbf) (76,200 lbf)

 Maximum 4.7 km/h 4.4 km/h 4.0 km/h 5.0 km/h 4.5 km/h
 Travel Speed (2.9 mph) (2.7 mph) (2.5 mph) (3.1 mph) (2.8 mph)

 Maximum Reach 9.88 m 10.30 m 10.69 m 11.23 m 11.23 m
 (no tool) (32’ 5”) (33’ 10”) (35’ 1”) (36’ 10”) (36’ 10”)

 Typical Working 9 330 kg 11 950 kg 14 850 kg 18 230 kg 18 230 kg
 Lift Capacity* (20,200 lbs) (25,850 lbs) (32,150 lbs) (39,600 lbs) (39,600 lbs)
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Height 3.81 m (12’ 6”) RBW 3.82 m (12’ 7”) 
RBN 3.86 m (12’ 8”)

RBW 3.83 m (12’ 7”) 
RBN 3.85 m (12’ 8”)

3.84 m (12’ 7”) 3.90 m (12’ 10”)

3.50 m (11’ 6”) RBW 3.59 m (11’ 9”) 
RBN 3.50 m (11’ 6”)

RBW 3.59 m (11’ 9”) 
RBN 3.50 m (11’ 6”)

3.59 m (11’ 9”) 3.59 m (11’ 9”)Width

9.60 m (31’ 5”) 9.97 m (32’ 8”) 10.73 m (35’ 2”) 11.24 m (36’ 11”) 11.23 m (36’ 10”)Length
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Travel Dimensions 
(side-entry 12” riser)

*5’ above ground level, 15’ over end
**No tool
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Link-Belt Forestry swing machines are designed to be configured 
as high-capacity timber processors with your choice of harvesting 
heads. Choose high-wide or high-narrow undercarriage, single-bar 
or double-bar grouser shoes to match your application perfectly.
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Travel Dimensions 
(side-entry 12” riser)

Height 3.81 m (12’ 6”) 3.82 m (12’ 7”) 3.85 m (12’ 8”)

3.50 m (11’ 6”) 3.50 m (11’ 6”) 3.50 m (11’ 6”)Width

9.58 m (31’ 5”) 9.87 m (46’ 3”) 10.66 m (35’ 0”)Length

8*Ground level, 15’ over end
**No tool

 Processors 3240 PHN 3740 PHN 4040 PHN

 Engine 119 kW (160 hp) 132 kW (177 hp) 154 kW (207 hp)
 (flywheel) @1,800 rpm @2,000 rpm @1,800 rpm

 Maximum 2 x 211 l/m 2 x 234 l/m 2 x 243 l/m
 Pump Flow (2 x 55.7 gpm) (2 x 61.8 gpm) (2 x 64.2 gpm)

 Swing Speed 0-10.5 rpm 0-9.0 rpm 0-8.5 rpm

 Swing Torque 74.9 kNm  104 kNm 112 kNm
  (55.250 lbf-ft) (76,710 lb-ft) (82,656 lb-ft)

 Tail Swing 3.20 m (10’ 6”) 3.25 m (10’ 8”) 3.51 m (11’ 6”)

 Fuel Capacity 820 L (216 gal) 820 L (216 gal) 820 L (216 gal)

 Operating Weight** 32 736 kg 35 610 kg 39 683 kg
  (72,170 lbs) (78,507 lbs) (87,487 lbs)

 Drawbar Pull 230 kN 258 kN 309 kN
  (51,700 lbf) (58,000 lbf) (69,465 lbf)

 Maximum 4.7 km/h 4.4 km/h 4.0 km/h
 Travel Speed (2.9 mph) (2.7 mph) (2.5 mph)

 Maximum Reach 8.80 9.02 m 9.36 m
 (no tool) (28’ 10”) (29’ 7”) (30’ 9”)

 Typical Working 10 140 kg 12 870 kg 15 280 kg 
 Lift Capacity* (22,000 lbs) (27,900 lbs) (33,200 lbs)
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A wide range of standard excavators too

We’ve got a full line of hydraulic excavators ready to 
take on construction, maintenance and clearing tasks. 
Choose from standard or minimum swing machines, 
7.9-81 metric tons.
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Cab and riser options

Oregon OSHA/ROPS/WCB-certified side-entry and 
Oregon OSHA/WCB-certified rear-entry forestry 
cabs are available from the factory, with sky roof and 
escape hatch. Choose rear-entry or side-entry cabs 
and risers, with windows made from impact-resistant 
polycarbonate. Have a specific cab height in mind? Ask 
us to meet your spec. Chances are, we’ve already built 
one! Other options include Butt-N-Top configurations 
and reversible fan.
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RemoteCARE® keeps a watchful eye on 
equipment - with no subscription fee

RemoteCARE® lets you remotely monitor and track 
machine location, operational performance, working 
status and periodic maintenance requirements - now 
at no cost to you. It tracks and records both routine 
and major service intervals for your machines, giving 
you more flexibility and control when scheduling 
maintenance procedures. It also lets you be more 
proactive if potential failure conditions arise; whenever 
a diagnostic trouble code (DTC) is detected, a warning 
message appears on the machine display, and an e-mail 
alert is automatically sent to you. RemoteCARE also 
assists in theft prevention by offering 24/7 surveillance 
and geofencing capabilities. 

RemoteCARE App - The RemoteCARE App provides 
timely and reliable machine utilization – as well as 
assisting in DTC notifications. With RemoteCARE you will 
be able to remotely monitor and track your machine’s 
location, operational performance, and working status. 
Contact your local Link-Belt dealer for questions.

Servicing is a snap with convenient access to all routine 
service points, including sample ports for engine and 
hydraulic oil. All service ports can be accessed via hand-
turn knobs with no tools needed.

All 40-Series machines are backed by a 
1-year/1,800 hour Full Machine Warranty, 
2-year/3,000 hour Engine Warranty (2,000 
hrs. engine electrical parts), 3-year/5,000 
hour Powertrain Warranty, 3-year/10,000 hour 
XtraStructure Warranty, 5-year/3,000 hour EPA 
Emissions Warranty and participation in the 
LBX Fluids Analysis Program for the duration 
of the Powertrain Warranty. Extended warranty 
coverage packages are also available.

Perform daily maintenance 
checks in just minutes

Rock-solid warranty coverage



WE FOCUS ON THE MACHINE 
SO YOU CAN FOCUS ON 

YOUR WORK

Litho in USA 5/21 #LBX2449  
LBX® and Link-Belt® are registered trademarks. Copyright 2021. All rights reserved. We are constantly 
improving our products and therefore reserve the right to change designs and specifications.

lbxco.com

Our dealers know their way around the woods 

A network of Link-Belt Forestry and Excavator 
dealers across the U.S. and Canada is waiting to 
serve you. 

Expect fast and dependable service, backed by 
24/7 access to parts.


