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Link-Belt Excavator Company Announces 40B Forestry Series 

The Link-Belt 3440B Processor, 4040B Timber Loader, and 4640B Timber Loader are 
now available in the US and Canada. The new “40B Series” of forestry equipment 
features design improvements to increase cooling performance, debris management, 
and serviceability. The new line will make its debut at Triad Machinery’s booth during 
the 85th annual Oregon Logging Conference this week.  

The 4040B TL is gaining a 
substantial increase in 
engine HP, by 21%. 
Coupled with increased 
cooling and airflow 
management, the 4040B TL 
is sure to put in the work for 
the long haul. With 
serviceability and debris 
management, removal of 
the dust screen from the 
ground or catwalk is quick 
and effortless.  
 
An All-new 3440B PH 
machine dedicated to 
forestry timber processing 

features a 177 horsepower Isuzu tier 4 final-compliant engine. Boasting an upsized 
cooling package compared to the previous generation l, the 3440B PH offers superior 
performance and productivity compared to its predecessor model.  
 
“LBX is excited to introduce the all-new 40B Series forestry product line,” said Adam 
Woods, General Manager of Innovation and Product Portfolio Strategies at LBX. “The 
partnership we have with our dealers has given us the opportunity to use the feedback 
directly from our customers as the basis of this new 40B series. From increases in 
productivity – to the enhancements in the safety and service of the machine, we’re very 
excited about what this means for the future of our forestry equipment.” 
 
40B Series machines were developed with site awareness in mind. Our 270° birds-eye 
view with WAVES (Wide Angle Visual Enhancement System) is now standard. Couple 
all this with industry-leading fuel consumption and productivity, it’s a win-win.  

https://en.lbxco.com/machines/3440b-ph/
https://en.lbxco.com/machines/4040b-tl/
https://en.lbxco.com/machines/4640b-tl/


 
In addition to these advancements, the spacious cab offers unprecedented ergonomics 
and comfort. A high-back seat with air, tilt, and heat features is standard. Adjustable 
pivoting armrests, headrest, seat height, and lumbar support provide operators comfort 
on long workdays. 
 
 
 
 3440B PH PROCESSOR 

 
4040B TL 

 
4640B TL 

 
OPERATING WEIGHT 
(SIDE ENTRY, NO 
TOOL) 

74,477 lbs (33,782 kg) 94,517 lbs (42,872 kg) 103,467 lbs (46,932 kg) 

OPERATING WEIGHT 
(REAR ENTRY, NO 
TOOL)  

n/a 95,780 lbs (43,445 kg) 104,731 lbs (47,505 kg) 

SWING TORQUE 55,250 lbf-ft (74,900 N-
m) 

82,656 lbf-ft (112,000 
N-m) 

110,600 lbf-ft (150,000 
N-m) 

SWING SPEED 0 - 11.7 rpm 0 - 9.1 rpm 0 - 7.6 rpm 
SWING RADIUS 10" 6' (3.2 m) 11" 6' (3.5 m) 12" 2' (3.7 m) 
ENGINE MAKE ISUZU ISUZU ISUZU 
ENGINE MODEL AQ-4HK1X AQ-6HK1X AQ-6HK1X 
SAE NET HP 177 HP (132.1kW) @ 

2000 rpm 
253 HP (189 kW) @ 

1900 rpm 
268 HP (200 kW) @ 

1900 rpm 
MAX TRAVEL SPEED 3.2 mph (5.2 km/h) 2.6 mph (4.2 km/h) 3.1 mph (5 km/h) 
    

 
 
 
 
 
About LBX Company 

LBX Company LLC offers a full line of Link-Belt hydraulic excavators—including standard, long front & minimum 
swing configurations—from 8 to 80 metric tons, along with scrap and material handlers and forestry machines. 
Link-Belt machines are available through an extensive network of North and Latin America dealers.  

 

LBX’s subsidiary company, LBX do Brasil, distributes these products in Latin America. LBX Company is a wholly-
owned subsidiary of Sumitomo Construction Machinery, a worldwide leader in construction equipment innovation 
and quality manufacturing based in Chiba, Japan. For more information, visit lbxco.com 

For more information, contact: Lisa Bemis, Marketing Communications Manager, at lbemis@lbxco.com.  
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